
Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
no

r a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Mar 28, 2017
1

Product data sheet
Characteristics

ACTPC6UBCM50BU
Cat6 Patch Cord UTP 5M CM, Blue

Main
Range of product Actassi
Product or component
type

Patch cord

Complementary
Type of cable 4 pair cables
Flame retardance CM
Cable shielding type UTP
Communication network category 6
Return loss 27 dB
Attenuation 0.1 dB
Near end crosstalk 55.1 dB
Power Sum Near End Crosstalk (PS NEXT) 52 dB
Far end crosstalk (FEXT) 49.8 dB
Power sum far end crosstalk 46.9 dB
Number of matings 1000 cycles
Rated voltage 150 V AC
[In] rated current 1.5 A
Insulation resistance 500 MOhm
Contact resistance 10 mOhm
Contacts material Phosphor bronze with 50 micro-inches gold over 100 micro-inches nickel
Colour tint Blue
Cable length 5 m

Environment
Standards IEC 60603-7

ISO/IEC 11801 2nd edition
FCC part 68 subpart F
TIA/EIA-568-B
AS/NZS 3080:2003

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  0852  -  Schneider Electric declaration of

conformity Schneider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product environmental profile Available Product Environmental
Product end of life instructions Need no specific recycling operations

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=66027821&lang=en-us
http://download.schneider-electric.com/files?p_Doc_Oid=2615027
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Contractual warranty
Warranty period 18 months


